
How to Prevent Legionnaires’ Disease

  Wh at to d o i f  t h e r e  i s  a  p r o b l e mWh at to d o i f  t h e r e  i s  a  p r o b l e m
• Vigorously scrub all pool/spa shell surfaces, including tiles, tile grout, etc. using Water With free chlorine at least 5.0 ppm

• replace filters and/or filter media

• make any needed repairs (ValVes, sensors, tubing, feeders, etc.)
• hyperchlorinate the Water to 20 ppm and circulate it throughout the system for 1 hour (leaVe jets off in a spa)
• continue circulating the hyperchlorinated Water for 9 hours, but With the jets turned on

• maintain the chlorination at 20 ppm for the entire 10 hours

  pr e V e n t  t h e  p r o b l e m i n  t h e  f i r s t  p l ac epr e V e n t  t h e  p r o b l e m i n  t h e  f i r s t  p l ac e
• maintain the free chlorine to be at least 2.0 ppm (3.0 ppm for spas) at all times

• ensure your pumps are Working effectiVely

• backWash your filters on a regular basis

• be on the look out for slime!  check the pool shell, pipes (Where you can), and around tiles at the Water line, steps, etc.
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Legionnaires’ 
Disease is fataL 

in 10% of those 
who contract it

legionnaires’ disease, a type of seVere pneumonia, is caused by 
breathing in small droplets of Water that contain LegioneLLa bacteria
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 other areas to maintain
• maintain the pool shoWer heads free of calcium buildup

• run the shoWers on a regular basis to preVent stagnant Water

• folloW a Water maintenance plan for misters, decoratiVe fountains, and drinking fountains, especially in hotter climates Where 
stagnant Water Will heat up in the pipes

it’s on the rise!
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legionella can hide 
in “bio-film,” 
those slimy areas 
that can groW 
on the pool shell, 

tiles, or in the pipes.

pools Without the 
proper amount of 
chlorine or acidity 
range (ph) may 
alloW LegioneLLa to 

groW and thriVe.

pumps and filters that 
don’t Work properly 
can cause pool Water 
to “stand still” in 

the pipes, alloWing 
legionella to groW.




